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ARGO ALICE 13-17

Deumidificatore 
Dehumidifier 

Serbatoio per la 
raccolta della 
condensa facilmente 
rimovibile 
Condensate 
collection tank easy 
to be removed

Il deumidificatore dall’estetica curata 
e dai materiali di pregio. Le linee 
minimali ne attribuiscono compattezza 
ed eleganza. La finitura lucida di 
colore bianco si alterna al particolare 
del pannello comandi e delle fasce 
laterali di color azzurro, attribuendo un 
aspetto piacevole che raramente si 
nota in apparecchi di questa categoria.

The dehumidifier with well taken care 
of aesthetics and quality materials. 
Its minimal lines give it compactness 
and elegance. The glossy white finish 
alternates with the detail of the control 
panel and the blue side bands, giving 
it a pleasant appearance that is rarely 
noticeable in appliances of this category. 

Disponibile solo per il mercato Italia
Available only for italian market



ALTA PRECISIONE CON UN TOCCO DI 
COLORE
 Design elegante e minimal, dimensioni compatte
 Controllo digitale, con display a LED e umidostato

  ad alta precisione
 Livello di umidità impostabile con la massima
precisione (35-80%)

 Filtro di purificazione dell’aria rimovibile per la
  pulizia
 Segnalazione luminosa riempimento tanica
 Attacco rapido per scarico continuo della

  condensa
 Ampio serbatoio di raccolta condensa
 Comodo avvolgicavo posteriore
 Pratiche ruote pluridirezionali e maniglia per il

  trasporto
 Funzionamento fino a bassa temperatura: da 5 a

  32°C
 Sistema di sbrinamento automatico con

  segnalazione luminosa
 Funzione “Memory”: auto-restart dopo un black

  out, con mantenimento ultime impostazioni 
 Refrigerante naturale che non contribuisce al

  surriscaldamento dell’ambiente  

high precision with a touch of 
color

 Elegant and minimal design, compact size
 Digital control, with LED display and high precision

  humidistat
 Humidity level settable with the most precision

  (35–80 %)
 Air purification filter removable for cleaning

  purposes
 Luminous signal for tank filling
 Quick connection for continuous condensate

  discharge
 Large condensate collection tank
 Practical rear cord-winding hook
 Practical multidirectional wheels and handles for

  transportation 
 Operating range down to low temperatures: from 

  5 to 32°C
 Automatic defrosting system with light indicator
 “Memory” function: auto-restart after power

  failure, keeping last settings 
 Natural refrigerant, that doesn’t contribute to

  global warming

MODELLO / MODEL argo ALICE 13 argo ALICE 17

capacità di deumidificazione / dehumidification capacity l/24h 13 17

Portata d'aria (a/b) / Air flowrate (h/l) m3/h 115/100 115/100

Temperatura di riferimento / Reference temperature °C 32 32

Umidità relativa di riferimento / Reference relative humidity % 80 80

Superficie consigliata / Applicable area m2 15 20

Capacità della tanica / Tank capacity L 3 3

Tipo di refrigerante utilizzato / Refrigerant gas - gwp R290 - 3 R290 - 3 

0Carica di refrigerante / Refrigerant charge KG/TONN CO EQ. 0,06/0,00018 0,08/0,00024

Limiti di funzionamento / Operation limits °C 5-32 5-32

Intervallo di regolazione umidità / Set humidity range % 35-80 35-80

Tipo di controllo / Control type
Elettronico
Electronic

Elettronico
Electronic

Tensione di alimentazione / Power supply V/F/Hz 220-240/1/50 220-240/1/50

Potenza assorbita / Power input W 220 320

Pressione sonora (a/b) / Sound pressure (dist. 1 m) (h/l) dBA 43/41 45/43

Dimensioni (Alt./Largh./Pro.) / Net dimensions (H./W./D.) mm 496/353/225 496/353/225

Peso netto / Net Weight Kg 11,5 12

EAN argo ALICE 17 8013557513697

EAN argo ALICE 13 8013557513680

ARGO alice 13

ARGO alice 17

15 M2

20 M2

13l/24h
32°C–80% R.H.

17l/24h
32°C–80% R.H.

3 L

3 L

operating 
limits 

operating 
limits 
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